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Il. SPECIFICATIONS

2-1 General Information
Display : Triple 4 digit LCD.
Over Range Indication : - L - appears.

shows up when the battery's
voltage below the operating voltage.

Low Battery Indication :

Sampling Rate : about 1 time per second

Power Requirement : 6pcs 1.5V size AAA alkaline batteries or

9V AC Adaptor /500mA minimum.

Battery Life : Approx. 90 hours. ( interval printing = 60
minutes, excluding beeper).

100 hours ( without printing & beeper).
Printing Interval : 6 sec to 59 min 59 sec

Operating Temperature

and Humidity : 0°C to 50°C (32°F to 122°F) below 95% RH
Storage Temperature
and Humidity : -10°C to 60°C (14°F to 140°F) below 70% RH

Dimensions (Meter) : 193 (L) x 74 (W) x 37(H) mm
(Probe): 160 (L) x 13 (D) mm /1m cable
Weight : Approx. 430g with batteries & thermo-paper.

Accessories : Carrying case, Instruction manual, Batteries,
2 Rolls of thermo-paper, type K probe.
Printer : Thermo-printing type with 16 characters per

line using 38mm width plain thermo-paper.
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2-2 Electrical Specifications
Humidity :
Range : 10%RH to 95%RH
Resolution : 0.1%RH
Accuracy : +3%RH from 30%RH to 95%RH
+5%RH from 10%RH to 30%RH

Temperature (T1) :
Range : -20°C to +60°C (-4°F to +140°F)
Resolution : 0.1°C/0.1°F
Accuracy : +0.8°C , +1.5°F
Dew Point :
Range : -44.0°C ~ 58.5°C (-47.2°F ~ 137.3°F)
Accuracy : 1.0°C/1.8°F
Temperature (T2) :
Range : -200°C to +1333°C (-328°F to +2431°F)
Resolution : 0.1°C form -200°C to 999°C
0.1°F from -328°F to 999.9°F, otheris 1°C, 1°F

Accuracy : -50°C ~ -200°C: +(0.2%rdg + 1.8°C)















